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MARINE STANDARD PLYWOOD
SKU: MP01SD

Marine Plywood is made of high quality veneer and Class 2
Melamine glue to achieve desired strength and durability
characteristics. Marine plywood can be used for many applications
such as decking, ship interiors/exteriors, and container flooring.
Marine Standard Plywood is the best seller of Vinawood Marine
grade category.

ADDITIONAL INFORMATION

Sizes
Dimensions (mm) 1160×2400 mm | 634×2400 mm | Custom sizes
Thickness (mm) 28 | Custom Thicknesses

Materials

Face Keruing A
Back Keruing B
Face Color Natural Wood Color
Wood Species Eucalyptus
Core Grade AA Grade
Glue Type WBP Melamine Top

Application
Application Boat Building | Container Flooring | Docks | Flooring
Formaldehyde Emissions E2
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Technical Performance

Thickness Tolerance (mm) EN315
Moisture Content (%) 12
Density (kg/m3) 705
Bonding Strength (Mpa) 1.0
Mean Modulus of Elasticity (Along Grain) (Mpa) 7000
Mean Modulus of Elasticity (Across Grain) (Mpa) 6000
Min Bending Strength (Along Grain) (Mpa) 70
Min Bending Strength (Across Grain) (Mpa) 60
Thickness Swelling (%) 8


